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指示灯类型 颜色 状态 含义 

电源 PWR 绿色 
亮 电源工作正常 

灭 电源工作不正常或没有相应的电源加载 

通道指示灯 Ix.y,Qm.n 绿色 
亮 本通道 ON 状态 

灭 

绿亮 

本通道 OFF 状态 

运行指示灯 RUN/STOP 
绿色 

黄色 

绿亮 PLC 处于 RUN 状态，用户程序运行 

黄亮 PLC 处于 STOP 状态，用户程序停止 

黄闪（1Hz） PLC 正在进行固件升级 

黄绿交 

替闪烁 

1Hz PLC 处于等待从存储卡加载用户程序状态 

4Hz PLC 处于正在从存储卡加载用户程序状态 

故障指示灯 ERR 红色 

亮 PLC 发生某种或某些可以诊断的故障 

灭 PLC 工作正常 

闪烁（1Hz） 固件升级失败 
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LE5107E  12DI / 8DO, 2AI / 2AO CPU Module 
 Technical Specifications 

 Definition of Indicators 

Type Color Status Description 
Instruction: Possibility and 

solutions if ERR indicator is on: 
(1) System configuration of 
programming software is inconsistent 
with actual hardware configuration. 
Solutions: Check system configuration 
in programming software. 
(2) Communication with expansion 
module failed. 
Solutions: Check whether the 
expansion module is connected 
correctly. 
(3) Report faults occurring to each 
expansion module. 
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Flashing (1Hz) Upgrading firmware failed. 
Solutions: Replace faulty expansion 
module. 

 Terminal Definition and Connection 
LE5107E is connected with an external 220VAC power and has two pluggable terminals (11x2 and 9x2), the upper terminal offers digital input channel  (DI, AI), 
the lower terminals offers digital output channel (DO, AO), and connection is easy and convenient and is secured with screw, which is a typical field connection 
case. 

                    
LE5107E Upper Terminal Definition and Wring Diagram                            LE5107E Lower Terminal Definition and Wring Diagram 

Terminal 
Identification 

Description 
Terminal 
Identification 

Description 
Terminal 
Identification 

Description 
Terminal 
Identification 

Description 

 Grounding L Fire wire RS485- 
RS485 
communication 
negative 

RS485+ 
RS-485 
communication 
positive 

M Common of input N Null wire 1L 
Output common 
(Q0.0~Q0.3)


